
Please read and understand all instructions and warnings in 
the comPlete citori shotgun owner’s manual (suPPlied with 
your gun) and those found in this suPPlement before using 
your new shotgun. failure to follow these instructions, or  
failure to follow any safety warning, may result in injury  
or death to yourself or others, or may cause damage to  
your gun. if your comPlete citori owner’s manual is missing, 
contact our customer service dePartment immediately at  
(800) 333-3288 for a free coPy or download one online at: 
www.browning.com.

discharging firearms in Poorly ventilated areas, cleaning 
firearms, or handling ammunition may result in exPosure to 
lead and/or other substances known to cause birth defects,  
reProductive harm and other serious Physical injury. have  
adequate ventilation at all times and wash hands thoroughly  
after exPosure.

before starting disassembly Procedures, comPletely unload 
the shotgun and visually insPect the chambers to be 
absolutely certain the shotgun is comPletely unloaded.  
always keeP the muzzle Pointed in a safe direction.

wear eye Protection when disassembling and cleaning  
any firearm to Prevent the Possibility of sPrings,  
sPring-tensioned Parts, solvents and/or other agents  
from contacting your eyes. 

t h e  b e s t  t h e r e  i s ®

Citori® Grand Prix
o w n e r ’ s  m a n u a l  s u P P l e m e n t  

f o r  e j e C t i o n / e x t r a C t i o n  C o n t r o l



B r o w n i n G  C i t o r i  G r a n d  P r i x  s P o r t e r
The Browning Citori Grand Prix Sporter Shotgun features an 
innovative ejection control system. This unique system allows you to 
choose whether fired shells are elevated from the chambers for manual 
extraction, or are ejected clear of the chambers. Unfired shells will 
continue to be elevated from the chambers, regardless of the status of 
the ejection control system. The ejection control system is easily 
changed from elevation to ejection using the included tool. 

before changing the ejection control function on the 
browning citori grand Prix sPorter shotgun, be absolutely  
certain that you read, understand and follow all the safety 
and oPerating Procedures found in the browning citori 
owner’s manual that came with your shotgun. 

oPen the action of the shotgun and check to make sure the  
chambers are emPty and the gun contains no ammunition.

r e m o v i n G  t h e  f o r e a r m 
To change the mode of the ejection control feature, the forearm must 
be removed. To remove the forearm, perform the following operation.

1 Close the action and anchor the buttstock against your upper leg.

2 Remove the forearm by pulling outward on the takedown latch 
with your index finger. At the same time, grasp the forearm with 
the same hand and pivot the 
forearm away from the barrels. 

t h e  e j e C t i o n  C o n t r o l 
f e a t u r e
e j e C t i o n  m o d e

1 Remove the forearm as 
previously explained.

figure 1

use the included tool to change the  
ejection control feature.



2 Hold the forearm securely with one hand and place the hook of  
the included tool into the hole on one of the ejector hammers located 
on one side of the inside of the forearm (Figure 1). 

3 Pull the ejector hammer rearward with the tool (Figure 2).

4 Repeat this operation on the ejector hammer on the other side  
of the forearm.

5 Reinstall the forearm as explained below.

m a n u a l  e x t r a C t i o n  m o d e

1 Remove the forearm as previously explained.

2 Hold the forearm securely with one hand and place the hook of 
the included tool into the hole on one of the ejector hammers 
located on one side of the inside of the forearm. 

3 Push the ejector hammer forward with the tool (Figure 3).

4 Repeat this operation on the ejector hammer on the other side  
of the forearm.

5 Reinstall the forearm as explained below.

figure 3

Push the ejector hammer fully forward for 
manual extraction mode.

figure 2

Pull the ejector hammer fully rearward for 
ejection mode.
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r e i n s t a l l i n G  t h e  f o r e a r m 
After changing the ejection control mode, install the forearm by sliding 
the projecting steel tab on the rear of the forearm bracket into the 
opposing recess in the receiver bottom. Pivot the forearm up until it 
engages the barrel. You should hear an audible “click” when the forearm 
is properly attached.


